
In unfavorable conditions, such as intense 
sunshine, poorly reflecting target surface (black 
surface) or high temperature variations, the 
deviation over 10m of distance may increase. 

All errors or failures will be shown as codes. 
The following table explains the meaning of 
codes and solutions.

Laser Class 2 products; Do not look directly
into the beam with opticalaids or direct it 
towards other people unnecessarily.

Laser Measurement
User Manual

Measure

1667mm

Autel Intellingent Technology Corp.,Ltd
Floor 2, Caihong Keji Building, 36 Hi-tech North 
Six Road, Songpingshan Community, Xili Sub- 
district, Nanshan District, Shenzhen City, China 

front side

Switching unit button

Tripod screw holes

Battery compartment

Power on/off button

Display

0.2~20m

A5

mm/cm/in

Press switching unit button to change distance 
unit between mm/cm/in. 

The device goes to continuous measurement 
directly when it’s powered on.
The measurement will shut down after 3 
minutes if there is no operation.

During daylight or if the target has poor  
reflection properties, please use target plate.

Product design, specifications may change 
without prior notice, Autel trademark, images, 
specifications are properties of
Autel Intellingent Technology Corp.,Ltd.
All rights reserved. 

Open the battery cover, put two batteries into 
the compartment correctly according to the sign
of positive and negative pole. Close the cover 
after installation for safe use.

IEC 60825-1:2014
Complies with 21 CFR 1040.11 except for 
deviations pursuant to Laser Notice No.50, 
dated June 24, 2007.

The maximum measuring range is determined 
by the version of laser distance meter. Exact 
measuring range is shown on the tool sticker.
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