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Tablet Configuration

Connect the Calibration Frame via Wi-Fi
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Turn on the MaxiSys tablet. Tap the Settings application on the
MaxiSys Job Menu.
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Tap the ADAS & Aligner Settings option on the left column. Select
the Calibration Frame Connection option to display the Calibration
Frame Connection screen.

% Common Settings >
D Printing Settings
1 calibration Frame Connection Not Connectet 4>
(o [
& Network Configuration >
B s oo
@
— ] - ® update >
& ADAS & Aligner Settings
@ Maintenance & Service >
m Vehicle List
Country/Region Code 3 Wheel Alignment Software Settings >
B ‘System Settings
@ Your device has been bound to the ADAS frame.
F e
L Frame informatic
™  Ssettings - Calibration Frame Connection Refresh
e
Printing Settings —I—
Q ’ ’ “:l[ «(lll@l)]))
'El Report settings h N
a Auto Update
1A900WA Wi @
™
5 ADAS & Aligner Settings SR ADASSS18MOAD1009 Connected
Veticle List B ADASSS18MOCO1019 Not onnected
Oy e Cote % ADAS-S518MOA0T006 Not Connected
%% ADAS-S518MOA01002 Not Connect ted
Yo
Aot Tapto comnectordacomnet

Swipe the Wi-Fi toggle switch to enable calibration frame Wi-Fi. The
tablet will search for available units. The Wi-Fi name of the calibra-
tion frame will be “ADAS," suffixed with a serial number. Tap the
appropriate unit to connect. When a connection is established, the
connection status reads "Connected."

After the frame is connected by Wi-Fi, the tablet screen will be
projected on the monitor.

NOTE: It may take up to 30 seconds to connect the tablet to
a calibration frame. Please wait patiently.

The calibration frame Wi-Fi may be inaccessible due to local restrictions. If you cannot connect to the calibration frame Wi-Fi through
the above process, you may need to check and change the country or region on both the monitor and the tablet, and then follow the

STEPS 1-3 above again.

Set Country/Region
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Tap the Settings application from the Android home screen on the
MaxiSys tablet.
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Select Wi-Fi to display the Wi-Fi Settings screen. Tap Settings (the
gear icon) on the upper-right corner of the screen.
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Choose your local country/region from the pop-up window.

4. Repeat the same process on the monitor.

Connect the MaxiSys Tablet to Your Wi-Fi Network
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Tap Settings > ADAS & Aligner Settings, then select Network
Configuration to enter the Network Configuration screen.
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Tap the dropdown list. Select your Wi-Fi network and enter your
password when prompted.
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Tap the Connect button to connect to the selected Wi-Fi network.
Once connected successfully, a confirmation message will appear.

NOTE: The illustrations in this Quick Reference Guide are for reference only. The actual screens may differ.




